- Certified according to DIN EN ISO 9001:2000 


KLINGER GmbH - Rich.-Klinger-StraBe 8 - D-65510 Idstein - phone +49 (0) 6126 9500 - fax +49 (0) 6126 950340/341 


(“KLINGER 





Ball Valves RK-Proball 


KH 21 F, DN15-—DN 100, PN 40/PN 16 
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Proball KH 2T F ball valves of all sizes are also available with pneumatical, electrical, 
or hydraulic actuators. 
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1.4301 = AISI 304 
1.4401 = AISI 304 
1.4301 
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Dimensions 
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In the interest of technical progress, designs and dimensions are subject to modification. 05/2004 


Flanged ball valve 

full bore, design acc. to KLINGER 
material code Xc, 

face to face 

acc.to EN 558-1, 

GR. 1 (DIN 3202-F1); 

acc. to EN 558-1, 

GR. 27 (DIN 3202-F4); 

flanges acc. to EN 1092 (DIN 2501) 


Specification: 

Two-piece ball valve, flanges acc. to 

EN 1092 (DIN 2501), face to face dimen- 
sions acc. to EN 558-1, GR.1/GR. 27 
(DIN 3202-F1/-F4), full bore, blow-out- 
proof stem, body material stainless steel 
(ASTM A351-CF8M/DIN 1.4408), anti- 
Static device, seat PTFE 25 % glassfibre 
reinforced, stem packing PTFE, disc 
spring loaded acc. to German clean air 
act adjustable, floating ball, free of 
non-ferrous metals, approved by PED, 
top flange DIN/ISO 5211, safety spring 
locking device is optional. 


Marking: RK-Proball 
Type: KH 2T F-Xc 


Top flange 
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ordering example: KH 2T F-Xc, DN 65, 
PN 16, F1 








